Revised 1/31/2014

MONTHLY REPORT TO DHH/OPH FOR 

COMPLIANCE DETERMINATION – CONVENTIONAL FILTERED SYSTEMS

MONTH



SYSTEM NAME 







YEAR     20


PWSID#








TURBIDITY:

Turbidity Limit:  0.3 NTU in at least 95% of the monthly measurements reported (highest individual turbidity measurement determined in each 4 hour monitoring period); Maximum Turbidity Limit:  1 NTU at any time
A. Total number of combined filter effluent filtered water turbidity measurements:  = ____________

B. Total number of filtered water turbidity measurements that are less than or equal to the specified limits for the filtration technology employed:  _____________

C. Percentage of turbidity measurements meeting the specified limits:   
B/A * 100 = _______/_______ * 100 = ________________
If <95%, date and time reported to State:  ________________________________________________
D. Highest Turbidity for Month:


 NTU

E. Record the date and turbidity value for any measurements exceeding 1.0 NTU:  If none, enter “none”

	Date and Time
	Turbidity, NTU
	Date and Time Reported to State

	
	
	

	
	
	


F. Individual Filter Effluent Turbidity:
	Results/Additional Actions (If none, enter “none”)

	Filter No.
	Exceedance Condition*
	Date and Time
	Turbidity, NTU
	Additional Actions** and Date Reported to State

	
	
	
	
	

	
	
	
	
	


*Exceedance Conditions:

1) 
>1.0 NTU in 2 consecutive samples taken 15 min apart,

2)
> 0.5 NTU in 2 consecutive samples taken 15 min apart at the end of the first 4 hours of continuous filter operation after the filter has been backwashed or offline,

3)
>1.0 NTU in 2 consecutive samples taken 15 min apart at any time in each of 3 consecutive months, and/or

4)
>2.0 NTU in 2 consecutive samples taken 15 min apart at any time in each of 2 consecutive months?

**Additional Actions:  1) Filter Profile 2) Obvious Reason 3) Self –Assessment 4) Comprehensive Performance Evaluation (CPE)

G. Individual Filter and Combined Filter Effluent Monitoring/Recording:

Was each filter monitoring continuously?



[    ] Yes  [    ] No

Were measurements recorded every 15 minutes?



[    ] Yes  [    ] No
Was there a failure of the continuously monitoring equipment? 

[    ] Yes  [    ] No
Note: Indicate on a separate sheet the date and time when there is a failure in the continuous turbidity monitoring equipment or plant out of service as well as the date and time that such equipment/plant was placed back into service
Disinfection Performance Criteria at Point-of-Entry to Distribution:

A. Total number of disinfection residual measurements at point of entry:  = ____________

B. Total number of  disinfection residual measurements that are less than 0.5 mg/l for free chlorine systems or 0.5 mg/l for chloramine systems:   _____________

	Days the Residual was < 0.5 mg/L free or < 0.5 mg/L total (If none, enter “none”)

	Date and Time
	Duration of Low Level (hrs.)
	Date and Time Reported to State

	
	
	

	
	
	


Prepared by (Print / Sign):  _____________  ________/________  _______________           Date:  ___________________
Operator Identification #:    


             Water Treatment Certification Level:  ___________________
Notes:  

1. 
Systems are required to send this Form, the Distribution Disinfectant Form, and a Daily Data Sheet to the OPH District/Regional Engineering Office within ten (10) days following the end of each calendar month (Sanitary Code - LAC 51:XII.311.A).

2.
Turbidity measurements are to be taken at the combined filter effluent prior to clearwell entry.  If not possible, other monitoring locations/arrangements must be approved by OPH on a case-by-case basis as per LAC 51:XII.1135.A.
3.
Conventional filtration methods are expected to have 0.3 NTU or less levels in 95 percent of turbidity samples reported.
